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Reach trucks

TERGO® UND
Narrow-chassis reach truck

Lift capacity 1400 kg
Lift height up to 8.95 metres

TERGO® ULS
Narrow-chassis
reach truck

Lift capacity 1200/1400 kg
Lift height up to 7.25 metres

UNICARRIERS

TERGO® UMS/UHD/UHX
Reach truck

Lift capacity 1600/2000/2500 kg
Lift height up to 12.1 metres

TERGO®” UMS-TF/UHD-TF/UHX-TF
Reach truck with telescopic forks

Lift capacity 2000/2500 kg
Lift height up to 12.1 metres

TERGO” UFW
Four-way reach truck

Lift capacity 2000/2500 kg
Lift height up to 9.7 metres



0 Specification ULS 120 DTFV ULsS120T
Oa Straddle leg position
1 Lift capacity Q kg 1200 1200
1a Load centre D mm 600 600
g 2 Lift height H4 mm See table See table
= 2a Mast height H3/H5 mm See table See table
T, 2b Transport free lift H2 T mast mm
a 2c Full free lift H2 DT mast mm H4/3 -H1 125
o 2d Straddle lift mm
(4] 3 Mast tilt. Forward - backward 1/4
4 3a Tilting forks. Forward - backward
| 4 Lift speed. Without load - with normal load mi/s 0.65-0.50 0.54-0.46
4a Lift time. Without load - with normal load s
4b Lift speed, ergolift. Without load - with normal load m/s
5 Lowering speed. Without load - with normal load m/s 0.55-0.58 0.60-0.58
5a Lowering time. Without load - with normal load s
6 Drive speed. Without load - with normal load km/h 12.5-12.3 12.5-12.3
Drive speed. Without load - with normal load mls
Ba Acceleration 0-10 km/h
Without load - with normal load s 44-49 44-49
" 8 Gradient, without load / with normal load max Yo 11.1/7.5 11.1/7.5
Q 10 Turning radius R2 mm 1598 1598
E 11 Smallest practical stacking aisle incl 200 mm play
o Load length 1200 mm Ast mm 2593 2593
3, Load length 1000 mm Ast mm 2393 2393
8 Load length 800 mm Ast mm 2193 2193
o Aisle width requirement according to BITA GN9 UK market only Al mm
> A2 mm
= A3 mm
a Smallest practical stacking aisle with pallet LL 1200 with the platform
folded up/folded down Min mm
11a Intersecting aisle width. Load length 1200 mm Min mm
11c Max load length LL mm
11d Max load width LB mm
13 Height of overhead guard Hé mm 2205 2205
13a Height of driver seat H7 mm 1077 1077
13b Step-in height Y1 mm
13c Floor height mm
13d Width of open gate mm
14 Truck length L mm 1725 1725
15 Truck width B mm 1120 1120
15a Width over guide wheels A mm
15b Width over stabilisers S mm
15¢ Platform length mm
0 15d Platform width B3 mm
E 15e Height of platform gates mm
o 16 Fork length L1 mm 800-1000-1150 800-1000-1150
E 17 Width over forks V max/min  mm 316/697 316/697
2 17a Width between forks mm
2 18 Reach length U mm 557-487" 487
1] 19 Distance from back plate to retracted fork heel L4 T-mast mm 1193-1263* 1263
E Distance from back plate to retracted fork heel L4 DT-mast mm
E
= 20 Fork arm, width - thickness B1 mm 100-40 100-40
20a Fork height, min H1 mm 50 50
21 Straddle height H8 mm 235 235
22 Width between straddles B2 mm 900 900
22a Width over straddles mm
23 Distance between front axle and retracted fork heel L2 mm 405-335* 307
23a Distance between front axle and centre of attachment L2 mm
23b Distance between front axle and heel of extended fork X1 mm
24 Axle distance L3 mm 1378 1378
25 Wheel track, front rear (centre lines wheels) mm 0-995 0-995
26 Ground clearance at half axle distance mm 70 70
0 27 Total weight with-without battery. kg
"_:" 28 Max axle pressure,fork side,without/ with classified load kg 1630/490 1656/669
2 29 Max axle pressure,drive side, without/with classified load kg 950/3290 854/3041
(]
; 30 Max wheel point loading, without/with classified load MPa
" 39 Battery capacity kWHh/Ah 48 48
I 39a Battery voltage \ 300-450 420-450
2 41 Drive motor KW 59 59
g 42 Speed regulation ATC T4 ATC T4
43 Lift motor. Output/Interm. conn.time kW-%/min 11 11
43a Hydraulic pressure MPa 15 15
o 44 Wheel type, drive wheel/others Vulcollan Vulcollan
X 44a Number of wheels, drive/castor - load wheels 1%/2 1x/2
E 45 Wheel dimensions
=2 § 45a Load wheels - diameter x width mm 220x86 220x86
?a 45h Drive wheel - diameter x width mm 355x155 355x155
- g. 45¢ Castor wheels - diameter x width mm
8 L 46 Steering El.power steering El.power steering
- 47 Service brake - Type-acting on El. - drive motor El. - drive motor
0 48 Parking brake - Type-acting on.

www.fora-invest.ru A
4




0 Specification ULS 140 DTFV ULS140T
Oa Straddle leg position
1 Lift capacity Q kg 1400 1400
1a Load centre D mm 600 600
3 2 Lift height H4 mm See table See table
= 2a Mast height H3/H5 mm See table See table
3 2b Transport free lift H2 T mast mm
] 2c Full free lift H2 DT mast mm 125 125
& 2d  Straddle lift mm
(3] 3 Mast tilt. Forward - backward 1/4
= 3a Tilting forks. Forward - backward
= 4 Lift speed. Without load - with normal load mis 0.65-0.49 0.54-0.37
4a Lift time. Without load - with normal load s
4b Lift speed, ergolift. Without load - with normal load mis
5 Lowering speed. Without load - with normal load m/s 0.55-0.59 0.60-0.58
5a Lowering time. Without load - with normal load s
[ Drive speed. Without load - with normal load km/h 125-12.3 125-123
Drive speed. Without load - with normal load mis
Ba Acceleration 0-10 km/h
Without load - with normal load s 44-49 44-49
» 8 Gradient, without load / with normal load max % 11.1/7.5 11.1/7.5
Q 10 Turning radius R2 mm 1598 1598
E 11 Smallest practical stacking aisle incl 200 mm play
g Load length 1200 mm Ast mm 2663 2663
a Load length 1000 mm Ast mm 2463 2463
8 Load length 800 mm Ast mm 2263 2263
o Aisle width requirement according to BITA GN9 UK market only A1 mm
> A2 mm
= A3 mm
a Smallest practical stacking aisle with pallet LL 1200 with the platform
folded up/folded down Min mm
11a Intersecting aisle width. Load length 1200 mm Min mm
11¢ Max load length LL mm
11d Max load width LB mm
13 Height of overhead guard HE mm 2205 2205
13a Height of driver seat H7 mm 1077 1077
13b Step-in height Y1 mm
13c Floor height mm
13d Width of open gate mm
14 Truck length L mm 1725 1725
15 Truck width B mm 1120 1120
15a Width over guide wheels A mm
15b Width over stabilisers S mm
15¢ Platform length mm
0 15d  Platform width B3 mm
'E 15e Height of platform gates mm
Q 16 Fork length L1 mm 800-1000-1150 800-1000-1150
£ 17 Width over forks V max/imin  mm 316/697 316/697
! 17a Width between forks mm
F 18 Reach length U mm 487-397 487397
= 19 Distance from back plate to retracted fork heel L4 T-mast mm 1263-1353" 1263-1353*
£ Distance from back plate to retracted fork heel L4 DT-mast mm
=
s
= 20 Fork arm, width - thickness B1 mm 100-40 100-40
20a Fork height, min H1 mm 50 50
21 Straddle height H8 mm 235 235
22 Width between straddles B2 mm 900 900
22a Width over straddles mm
23 Distance between front axle and retracted fork heel L2 mm 335-245* 307-217*
23a Distance between front axle and centre of attachment L2 mm
23b Distance between front axle and heel of extended fork X1 mm
24 Axle distance L3 mm 1378 1378
25 Wheel track, front rear (centre lines wheels) mm 0-995 0-995
26 Ground clearance at half axle distance mm 70 70
8 27 Total weight with-without battery. kg
= 28 Max axle pressure fork side,without/ with classified load kg 1690/540 1656/560
L] 29 Max axle pressure,drive side, without/with classified load kg 1120/3670 854/3350
Q
; 30 Max wheel point loading, without/with classified load MPa
39 Battery capacity kWh/Ah 48 48
B 39a Battery voltage \ 450-600 450-600
3 41 Drive motor kW 59 59
g 42 Speed regulation ATC T4 ATC T4
43 Lift motor. Qutput/Interm. conn.time kW-%/min 11 11
43a Hydraulic pressure MPa 15 15
© 44 Wheel type, drive wheel/others Vulcollan Vulcollan
= 44a Number of wheels, drive/castor - load wheels 1x/2 1%/2
e 45 Wheel dimensions
% s 45a Load wheels - diameter x width mm 220x87 220x88
e 45b Drive wheel - diameter x width mm 355x155 355x155
- 3. 45¢ Castor wheels - diameter x width mm
Q® 48 Steering El.power steering El.power steering
3 47 Service brake - Type-acting on El. - drive motor El. - drive motor
0 48 Parking brake - Type-acting on.
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0 Specification UND 140 UMS 160
Da Straddle leg position
1 Lift capacity Q kg 1400 1600
1a Load centre D mm 600 600
g 2 Lift height H4 mm See table See table
= 2a Mast height H3/H5 mm See table See table
T, 2b Transport free lift H2 T mast mm
a 2c Full free lift H2 DT mast mm H4/3 -H1 H4/3 -H1
o 2d Straddle lift mm
Q 3 Mast tilt. Forward - backward 1/3-111 11
4 3a Tilting forks. Forward - backward 1/4 1/4
a 4 Lift speed. Without load - with normal load m/s 0.49-0.32 0.80-0.49
4a Lift time. Without load - with normal load s
4b Lift speed, ergolift. Without load - with normal load m/s
5 Lowering speed. Without load - with normal load m/s 0.48-0.57 0.49-0.48
5a Lowering time. Without load - with normal load s
6 Drive speed. Without load - with normal load km/h 12.0-12.0 14.5-14.3
Drive speed. Without load - with normal load mis
Ba Acceleration 0-10 km/h
Without load - with normal load s 4.4-49 4448
" 8 Gradient, without load / with normal load max % 11.1/7.5 11.1/8.5
Q 10 Turning radius R2 mm 1598 1668
E 11 Smallest practical stacking aisle incl 200 mm play
o Load length 1200 mm Ast mm 2722 2658
E_ Load length 1000 mm Ast mm 2522 2458
g Load length 800 mm Ast mm 2322 2258
o Aisle width requirement according to BITA GNS UK market only A1l mm
> A2 mm
= A3 mm
a Smallest practical stacking aisle with pallet LL 1200 with the platform
folded up/folded down Min mm
11a Intersecting aisle width. Load length 1200 mm Min mm
11¢c Max load length LL mm
11d Max load width LB mm
13 Height of overhead guard Hé mm 2205 2205
13a Height of driver seat H7 mm 1077 1077
13b Step-in height Y1 mm
13c Floor height mm
13d Width of open gate mm
14 Truck length L mm 1725 1800
15 Truck width B mm 1120 1270
15a Width over guide wheels A mm
15b Width over stabilisers S mm
15¢ Platform length mm
0 15d Platform width B3 mm
E 15e Height of platform gates mm
o 16 Fork length L1 mm 800-1000-1150 800-1000-1150
£ 17 Width over forks V maximin  mm 316/697 316/697
2 17a Width between forks mm
- 18 Reach length U mm 457227 596-452"
= 19 Distance from back plate to retracted fork heel L4 T-mast mm
£ Distance from back plate to retracted fork heel L4 DT-mast mm 1293-1473* 1229-1373*
£
:
| 20 Fork arm, width - thickness B1 mm 100-40 100-40
20a Fork height, min H1 mm 50 50
21 Straddle height H8 mm 235 235
22 Width between straddles B2 mm 900 912
22a Width over straddles mm
23 Distance between front axle and retracted fork heel L2 mm 305-125* 439-295*
23a Distance between front axle and centre of attachment L2 mm
23b Distance between front axle and heel of extended fork X1 mm
24 Axle distance L3 mm 1378 1448
25 Wheel track, front rear (centre lines wheels) mm 995-0 0-1130
26 Ground clearance at half axle distance mm 70 70
0 27 Total weight with-without battery. kg 3410-3010* 3590-3190"
"_:" 28 Max axle pressure fork side,without/ with classified load kg 570/1780 650/2000*
2 29 Max axle pressure,drive side, without/with classified load kg 3840/1230 4140/1190"
]
; 30 Max wheel point loading, without/with classified load MPa
@ 39 Battery capacity kWh/Ah 450-750 450-750
I 39a Battery voltage v 48 48
2 41 Drive motor KW 59 72
g 42 Speed regulation ATC T4 ATC T4
43 Lift motor. Output/Interm. conn.time kW-%/min 11 15
43a Hydraulic pressure MPa 15 15
o 44 Wheel type, drive wheel/others Vulcollan Vulcollan
x 44a Number of wheels, drive/castor - load wheels 1x/2 1x/2
E 45 Wheel dimensions
=2 E 45a Load wheels - diameter x width mm 220x87 285x105 / 230x105
E’ﬁ 45b Drive wheel - diameter x width mm 355x155 355x155
= g. 45¢ Castor wheels - diameter x width mm
8 L 46 Steering El.power steering El.power steering
- 47 Service brake - Type-acting on El. - drive motor El. - drive motor
L 48 Parking brake - Type-acting on. El. - drive motor
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0 Specification UHD 200 UHD 250
Da Straddle leg position
1 Lift capacity Q kg 2000 2500
1a Load centre D mm 600 600
L] 2 Lift height H4 mm See table See table
‘—.- 2a Mast height H3/HS5 mm See table See table
0 2b Transport free lift H2 T mast mm
a 2c Full free lift H2 DT mast mm H4/3 -H1 H4/3 -H1
© 2d Straddle lift mm
Q 3 Mast tilt. Forward - backward 11
F 3a Tilting forks. Forward - backward 1/4 1/4
| 4 Lift speed. Without load - with normal load m/s 0,63-0.37 0.52/0.33
4a Lift time. Without load - with normal load s
4b Lift speed, ergolift. Without load - with normal load m/s
5 Lowering speed. Without load - with normal load m/s 0.43-0.55 0.43-0.55
5a Lowering time. Without load - with normal load s
3] Drive speed. Without load - with normal load km/h 14.5-14.3 12.0-12.0
Drive speed. Without load - with normal load m/s
6a Acceleration 0-10 km/h
Without load - with normal load s 4448 4.4-48
8 Gradient, without load / with normal load max % 9.4/6.3 8.4/5.3
3 10 Turning radius R2 mm 1750 1850
E 1 Smallest practical stacking aisle incl 200 mm play
Q Load length 1200 mm Ast mm 2750 2827
2, Load length 1000 mm Ast mm 2550 2627
8 Load length 800 mm Ast mm 2350 2427
o Aisle width requirement according to BITA GN9 UK market only A1 mm
> A2 mm
= A3 mm
a Smallest practical stacking aisle with pallet LL 1200 with the platform
folded up/folded down Min mm
11a Intersecting aisle width. Load length 1200 mm Min mm
11c Max load length LL mm
11d Max load width LB mm
13 Height of overhead guard H6 mm 2205 2205
13a Height of driver seat H7 mm 1077 1077
13b Step-in height Y1 mm
13¢ Floor height mm
13d Width of open gate mm
14 Truck length L mm 1910 2010
15 Truck width B mm 1270-1397 1397
15a Width over guide wheels A mm
15b Width over stabilisers S mm
15¢ Platform length mm
15d Platform width B3 mm
§ 15e Height of platform gates mm
(] 16 Fork length L1 mm 800-1000-1150 1150
E 17 Width over forks V max/imin  mm 316/697 316/697
! 17a Width between forks mm
3 18 Reach length U mm 600-456" 628-556"
© 19 Distance from back plate to retracted fork heel L4 T-mast mm
g Distance from back plate to retracted fork heel L4 DT-mast mm 1335-1479* 1412-1484
E 4
:
= 20 Fork arm, width - thickness B1 mm 100 - 40 100-45
20a Fork height, min H1 mm 50 55
21 Straddle height H8 mm 235 235
22 Width between straddles B2 mm 903-1030 1030
22a Width over straddles mm
23 Distance between front axle and retracted fork heel L2 mm 416-272* 439-367
23a Distance between front axle and centre of attachment L2 mm
23b Distance between front axle and heel of extended fork X1 mm
24 Axle distance L3 mm 1530 1630
25 Wheel track, front rear (centre lines wheels) mm 1128-1255 0-1255
26 Ground clearance at half axle distance mm 70 70
" 27 Total weight with-without battery. kg 4550-4150* 4600-4400*
E 28 Max axle pressure fork side,without/ with classified load kg 2400-650 2400/800
29 Max axle pressure drive side, without/with classified load kg 1750-5500 2000/6100
: 30 Max wheel point loading, without/with classified load MPa
39 Battery capacity kWh/Ah 48 48
g 39a Battery voltage \'4 600-900 750-900
- 41 Drive motor kW 7.2 7.2
g 42 Speed regulation ATC T4 ATC T4
43 Lift motor. Output/Interm. conn.time kW-%/min 15 15
43a Hydraulic pressure MPa 15 15
P 44 Wheel type, drive wheellothers Vulcollan Vulcollan
x5 44a Number of wheels, drive/castor - load wheels 1x/2 1x/2
E 45 Wheel dimensions
2 E 45a Load wheels - diameter x width mm 285x105/230x105 285x105
E" 45b Drive wheel - diameter x width mm 355x155 355x155
= g. 45¢ Castor wheels - diameter x width mm
o9 46 Steering El.power steering El.power steering
3 47 Service brake - Type-acting on El. - drive motor El. - drive motor
@ 48 Parking brake - Type-acting on.
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0 Specification UMS 200 UHX 200
Da Straddle leg position
1 Lift capacity Q kg 2000 2000
1a Load centre D mm 600 600
g 2 Lift height H4 mm See table See table
= 2a Mast height H3/H5 mm See table See table
° 2b Transport free lift H2 Tmast mm
=. 2c Full free lift H2 DT mast mm H4/3 -H1 H4/3 -H1
© 2d Straddle lift mm
Q 3 Mast tilt. Forward - backward 11
4 3a Tilting forks. Forward - backward 1/4 1/4
] 4 Lift speed. Without load - with normal load m/s 0.63-0.37 0.52 -0.36
4a Lift time. Without load - with normal load s
4b Lift speed, ergolift. Without load - with normal load m/s
5 Lowering speed. Without load - with normal load m/s 0.43-0.55 0.45-0.54
5a Lowering time. Without load - with normal load s
6 Drive speed. Without load - with normal load km/h 14.5-14.3 12.0-12.0
Drive speed. Without load - with normal load m/s
6a Acceleration 0-10 km/h
Without load - with normal load s 4.4-48 44-48
8 Gradient, without load / with normal load max % 10.2/6.9 6.8/6.1
s 10 Turning radius R2 mm 1750 1750
E 1 Smallest practical stacking aisle incl 200 mm play
0 Load length 1200 mm Ast mm 2725 2894
8, Load length 1000 mm Ast mm 2525 2694
8 Load length 800 mm Ast mm 2325 2494
© Aisle width requirement according to BITA GN9 UK market only A1l mm
> A2 mm
= A3 mm
a Smallest practical stacking aisle with pallet LL 1200 with the platform
folded up/folded down Min mm
11a Intersecting aisle width. Load length 1200 mm Min mm
11¢ Max load length LL mm
11d Max load width LB mm
13 Height of overhead guard H6 mm 2205 2205
13a Height of driver seat H7 mm 1077 1077
13b Step-in height Y1 mm
13¢ Floor height mm
13d Width of open gate mm
14 Truck length L mm 1910 1910
15 Truck width B mm 1270-1397 1397
15a Width over guide wheels A mm
15b Width over stabilisers S mm
15¢ Platform length mm
] 15d Platform width B3 mm
'E 15e Height of platform gates mm
(7] 16 Fork length L1 mm 800-1000-1150 800-1000-1150
£ 17 Width over forks V max/imin  mm 316/697 316 /697
2 17a  Width between forks mm
a 18 Reach length u mm 625-481% 430
«© 19 Distance from back plate to retracted fork heel L4 T-mast mm
E Distance from back plate to retracted fork heel L4 DT-mast mm 1310-1454* 1495
=
g
- 20 Fork arm, width - thickness B1 mm 100-42 100 - 40
20a Fork height, min H1 mm 50 50
21 Straddle height H8 mm 235
22 Width between straddles B2 mm 903-1030 1030
22a Width over straddles mm
23 Distance between front axle and retracted fork heel L2 mm 441-297* 256
23a Distance between front axle and centre of attachment L2 mm
23b Distance between front axle and heel of extended fork X1 mm
24 Axle distance L3 mm 1530 1530
25 Wheel track, front rear (centre lines wheels) mm 0-1128/1255 0-1255
26 Ground clearance at half axle distance mm 70 70
0 27 Total weight with-without battery. kg 4140-3740* 5200 incl battery
E 28 Max axle pressure fork side without/ with classified load kg 550-2290* 1060/2790
2 29 Max axle pressure,drive side, without/with classified load kg 5190-1450* 6140/2410
@
; 30 Max wheel point loading, without/with classified load MPa
@ 39 Battery capacity kWh/Ah 600-900 840-900
§ 39a Battery voltage \' 48 48
41 Drive motor kW 7.2 7.2
g 42 Speed regulation ATC T4 ATC T4
43 Lift motor. Output/Interm. conn.time kW-%/min 15 15
43a Hydraulic pressure MPa 15 15
o 44 Wheel type, drive wheel/others Vuleollan Vulcollan
=% 44a Number of wheels, drive/castor - load wheels 1x/2 1x/2
E 45 Wheel dimensions
2 E 45a Load wheels - diameter x width mm 285x105 / 230x105 285x105
-Elu 45h Drive wheel - diameter x width mm 355x155 355x155
- g 45¢ Castor wheels - diameter x width mm
[ 46 Steering El.power steering El.power steering
o.i 47 Service brake - Type-acting on El. - drive motor El. - drive motor
L 48 Parking brake - Type-acting on. El. - drive motor
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