000 "®opa-UHuBecT"

by UNI CARRIERS

UniCarriers Manufacturing Sweden AB

.
)
i

§
£
:

fora-invest.ru

Pallet trucks

PLL PLE
Compact pedestrian Compact pedestrian
pallet truck pallet truck with forklift
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Lift capacity 1450/1800/2000 kg Lift capacity 1800 kg

Lift height 0.73 metres

ERGO ALL/XLL
PLP Stand-in and sit-on
Stand-on pallet truck low lifters

Lift capacity 2000/2500 kg Lift capacity 2000/3000 kg




0 Specification PLL 180 PLL 200
o 1.2 Manufacturer's type designation
= 1.3 Drive: electric (battery or mains), diesel, petrol, fuel gas Electric Electric
ﬁ x 1.4 Operator type: hand, pedestrian, standing, seated, order-picker Pedestrian Pedestrian
gj @ (15 Load capacity/rated load Q t 18 20
= € 16 Load centre distance c mm 600 600
."g_'a' 1.8 Load distance, centre of load axle to fork X 7221912 7221912
o 1.9 Wheelbase y mm 1135611325 113511325
21 Service weight incl battery kg 500 500
= 22 Axle load, with load, front/rear kg
% 2.3 Axle load, wihtout load, front / rear kg 900/ 1400 95571545
; 24 Axle load, fork outreached with load, front / rear kg 3957105 395/105
25 Axle load, fork retracted with load, front / rear kg
» 3.1 Tyres Vulcollan Vulcollan
g 32 Tyre size, drive side mm @230x70 @230X70
E 33 Tyre size, load side mm @ 85x99 @ 85X73
[8) 34 Dimensions additional wheels (castor wheels) mm @ 140x60 @ 140X60
g 3.5 Wheels, number front/rear (drive side/load side, x = driven wheels) 1x 112 1X 1/4
; 36 Track, drive side b10 mm 382 382
b 37 Track, load side b11 mm 360 360
4.1 Tilt of mast/fork carriage, forward/backward Grad
42 Height, mast lowered h1 mm
43 Free lift h2 mm
44 Lift height H = h13+h3 H mm 205 205
4.5 Height, mast extended h4 mm
4.6 Straddle lift hd mm
47 Height of overhead guard (cabin) h6 mm
48 Seat height/stand height h7 mm
4.10 Height of wheel arms h8 mm
41 Additional lift h9 mm
4.14 Stand height, elevated h12 mm
4.15 Height lowered h13 mm 85 85
419 Overall length 1 mm 1505 /1695 1505/ 1695
4.20 Length to face of forks 12 mm 505 505
‘g 421 Overall width b1 mm 660 660
S 4211 Width over stabilizers mm
‘g 422 Fork dimensions slell mm 48/160/1190 48/160/1190
g 423 Fork carriage to 1ISO 2328, clas / form A, B
a |4 Width of fork carriage b3 mm
425 Width over forks, min/max b5 mm 520/680 520/680
4.26 Distance between wheel arms bd mm
4.27 Width across guide rolls b6 mm
428 Reach distance 14 mm
429 Reach lateral b7 mm
430 Reach lateral from vehicle centerline b8 mm
4.31 Ground clearance, mast m1 mm
432 Ground clearance, centre of wheelbase m2 mm 37-150 37-150
433 Aisle width with pallet 1000 x 1200, crosswise Ast mm
4.34 Aisle width for pallet 800 x 1200, lenghtwise Ast mm 2113 213
Transfer aisle 0 mm
4.35 Turning radius Wa mm 143511625 143511625
437 Length incl reach legs I7 mm
438 Distance to swivelling-fork pivot 0 mm
51 Travel speed, with/without load km/h 5,716,0 56/6,0
o 511 Travel speed with/without load, backwards km/h
g 52 Lift speed, with/without load m/s
o) 53 Lowering speed, with/without load m/s
8 5.4 Reach speed, with / without load m/s
g 5.7 Gradient, with/without load % 6/19 5/19
5 5.8 Max gradeability, with / without load, 5 min rating %
E 59 Acceleration time 0-10 m, with/without load S 8,14/6,76 8,30/6,76
al 510 Service brake: electric, hydraulic Electric Electric
5101 Parking brake: electric, hydraulic Electric Electric
6.1 Drive motor, rating S2 60 min kw 1,3AC 1,3AC
0o 6.2 Lift motor kW 22 22
EE [63 Battery according to DIN 43531/35/36 ABC
8 E’ 6.4 Battery voltage / Battery capacity VIAh 24 /150-230 241 150-230
wo [65 Battery weight kg 140 - 215* 140 - 215*
6.6 Power consumption according to VDI cycle kWhth
T 8.1 Speed regulation AC AC
g o 101 Operating pressure attachments bar.
= @ (102 Oil flow for attachments I/min
g N Noise level at operator’s ear, according to EN 12 053 db(A)
g




0 Specification PLP 200 PLP 250
o 12 Manufacturer's type designation
= 13 Drive: electric (battery or mains), diesel, petrol, fuel gas Electric Electric
ﬁ X 14 Operator typei hand, pedestrian, standing, seated, order-picker Pedestrian Pedestrian
g) @ [15 Load capacity/rated load Q t 2 25
= E [T6 Load centre distance c mm 600 600
_§ 1.8 Load distance, centre of load axle to fork X 720 - 1400 720 - 1400
0 19 Wheelbase y mm 555 + X 630 +x
21 Service weight incl battery kg 850* 960*
r 22 Axle load, with load, front/rear kg
% 23 Axle load, wihtout load, front / rear kg 1170/ 1680 1380/ 2080
; 24 Axle load, fork outreached with load, front / rear kg 670/180 760 /200
25 Axle load, fork retracted with load, front / rear kg
) 31 Tyres Vulcollan Vulcollan
3 32 Tyre size, drive side mm @ 230x90 @ 230x90
E 33 Tyre size, load side mm @ 85x75 @ 85x75
[§) 34 Dimensions additional wheels (castor wheels) mm @ 150x60 @ 150x60
g 35 Wheels, number front/rear (drive side/load side, x = driven wheels) 1x 2/4 1x 2/4
= 36 Track, drive side b10 mm 526 526
k= 37 Track, load side b11 mm b5-175 b5-175
4.1 Tilt of mast/fork carriage, forward/backward Grad
42 Height, mast lowered h1 mm
43 Free lift h2 mm
44 Lift height H = h13+h3 H mm 205 205
45 Height, mast extended h4 mm
46 Straddle lift h5 mm
47 Height of overhead guard (cabin) hé mm
438 Seat height/stand height h7 mm
4.10 Height of wheel arms h8 mm
411 Additional lift h9 mm
414 Stand height, elevated h12 mm
4.15 Height lowered h13 mm 85 85
4.19 Overall length 11 mm 883 +1 958 + |
420 Length to face of forks 12 mm 883 958
2 421 Overall width b1 mm 770 770
O (4211 Width over stabilizers mm
2 422 Fork dimensions sfel mm 55/175/1000 - 2375 55/175/1000-2375
g 423 Fork carriage to ISO 2328, clas / form A, B
a 44 Width of fork carriage b3 mm
425 Width over forks, min/max b5 mm 480 - 680 480 - 680
426 Distance between wheel arms b4 mm
427 Width across guide rolls b6 mm
428 Reach distance 14 mm
429 Reach lateral b7 mm
4.30 Reach lateral from vehicle centerline b8 mm
431 Ground clearance, mast m1 mm
432 Ground clearance, centre of wheelbase m2 mm 25-145 25-145
433 Aisle width with pallet 1000 x 1200, crosswise Ast mm 2100 2175
434 Aisle width for pallet 800 x 1200, lenghtwise Ast mm 2300 2375
Transfer aisle 0 mm
435 Turning radius Wa mm 900+x / 1220+x 975+x / 1295+x
4.37 Length incl reach legs I7 mm
438 Distance to swivelling-fork pivot 0 mm
51 Travel speed, with/without load km/h 8,9/10 9/12
o 5.11 Travel speed with/without load, backwards km/h
g 52 Lift speed, with/without load m/s
) 53 Lowering speed, with/without load mis
8 o4 Reach speed, with / without load m/s
g 5.7 Gradient, with/without load % 8129 9732
5 58 Max gradeability, with / without load, 5 min rating %
E 59 Acceleration time 0-10 m, with/without load S 6,67/5,81 68/581
o 5.10 Service brake: electric, hydraulic Electric Electric
5.101 Parking brake: electric, hydraulic Electric Electric
6.1 Drive motor, rating S2 60 min kw 2,2 2,2
0o 6.2 Lift motor kw 2,2 22
EC |63 Battery according to DIN 43531/35/36 ABC
8 E’ 6.4 Battery voltage / Battery capacity V/Ah 24 1215400 24/ 300-600
wo 65 Battery weight kg 250 - 370 350 - 500*
6.6 Power consumption according to VDI cycle kWh/h
T 8.1 Speed regulation AC AC
g o 101 Operating pressure attachments bar
= m (102 Qil flow for attachments I/min
% - 10.7 Noise level at operator’s ear, according to EN 12 053 db(A)
<




Specification

PLE

PMR 200

. 1.2 Manufacturer's type designation
& 1.3 Drive: electric (battery or mains), diesel, petrol, fuel gas Electric Electric
ﬁ - 14 Operator type' hand, pedestrian, standing, seated, order-picker Pedestrian Pedestrian
g) @ |15 Load capacity/rated load Q t 08/18 20
|= E (16 Load centre distance C mm 600 600
_"@ 1.8 Load distance, centre of load axle to fork X 990 720/ 1400
o 1.9 Wheelbase y mm 1410 585+ x
21 Service weight incl battery kg 565 890*
= 22 Axle load, with load, front/rear kg 1072 /1813
% 23 Axle load, winhtout load, front / rear kg 940/ 1425 709/182
g 24 Axle load, fork outreached with load, front / rear kg 44017125
25 Axle load, fork retracted with load, front / rear kg
) 3.1 Tyres Vulcollan Vulcollan
g 32 Tyre size, drive side mm @ 230x70 230*90
E 3.3 Tyre size, load side mm @ 85x99 85*70
) 34 Dimensions additional wheels (castor wheels) mm @ 140x60 150*60
g 35 Wheels, number front/rear (drive side/load side, x = driven wheels) 1x1/2 X +2/4
; 3.6 Track, drive side b10 mm 382 526
b= 3.7 Track, load side b11 mm 350 390
41 Tilt of mast/fork carriage, forward/backward Grad
42 Height, mast lowered h1 mm 870-990
43 Free lift h2 mm
44 Lift height H = h13+h3 H mm 608 205
4.5 Height, mast extended hd mm
46 Straddle lift h5 mm 120
47 Height of overhead guard (cabin) h6 mm 2287
48 Seat height/stand height h7 mm 165
410 Height of wheel arms h8 mm 87
411 Additional lift h9 mm
414 Stand height, elevated h12 mm
415 Height lowered h13 mm 88 90
419 Overall length 11 mm 1775 1975/ 2360
420 Length to face of forks 12 mm 573 825
2 4.21 Overall width b1 mm 660 770
% 4.21.1 Width over stabilizers mm
Cc (422 Fork dimensions slell mm 60 /184 /1200 55/175/1000-2375
g 423 Fork carriage to 1ISO 2328, clas / form A, B
a 424 Width of fork carriage b3 mm 670
425 Width over forks, min/max b5 mm 534 480 /680
4.26 Distance between wheel arms b4 mm
427 Width across guide rolls b6 mm
428 Reach distance 14 mm
429 Reach lateral b7 mm
430 Reach lateral from vehicle centerline b8 mm
4.31 Ground clearance, mast m1 mm
432 Ground clearance, centre of wheelbase m2 mm 28-148 17-135
433 Aisle width with pallet 1000 x 1200, crosswise Ast mm 2045/ 2430
434 Aisle width for pallet 800 x 1200, lenghtwise Ast mm 2123 2245/ 2630
Transfer aisle 0 mm
435 Tumning radius Wa mm 1707 845+ x/1230 +x
437 Length incl reach legs I7 mm
438 Distance to swivelling-fork pivot 0 mm
5.1 Travel speed, with/without load km/h 57160 10.0/10.0
o 5.1.1 Travel speed with/without load, backwards km/h 10.0/10.0
g 5.2 Lift speed, with/without load m/s 0.09/0.19
) 5.3 Lowering speed, with/without load m/s
8 5.4 Reach speed, with / without load m/s
g 5.7 Gradient, with/without load % 6/19 72123
5 58 Max gradeability, with / without load, 5 min rating % 93/294
‘g 59 Acceleration time 0-10 m, with/without load S 6.7/47
o 5.10 Service brake: electric, hydraulic El. - drive motor El. - drive motor
5.10.1 Parking brake: electric, hydraulic Mech. - drive motor El. - drive motor
6.1 Drive motor, rating S2 60 min kw 13AC 22
0o 6.2 Lift motor kW 22 22
ELC [63 Battery according to DIN 43531/35/36 AB,C
8 E’ 6.4 Battery voltage / Battery capacity ViAh 241150 24 1220-400
Wwo s Battery weight kg 150-190* 250 - 370
6.6 Power consumption according to VDI cycle kWh/h
e 8.1 Speed regulation AC Inverter Combi AC
g o 101 Operating pressure attachments bar
= m (102 Oil flow for attachments I/min
% = 10.7 Noise level at aperator’s ear, according to EN 12 053 db(A) 64.7
g




0 Specification ERGO XLL 200 ERGO XLL 300 ERGO ALL 300
- 1.2 Manufacturer's type designation
= 1.3 Drive: electric (battery or mains), diesel, petrol, fuel gas Electric Electric Electric
ﬁ) & 14 Operator tyPe: hand, pedestrian, standing, seated, order-picker Seated Seated Standing
Jwm |15 Load capacity/rated load Q t 2000 3000 3000
g’ € 5 Load centre distance c mm 600 600 600
E 18 Load distance, centre of load axle to fork X 975 975 975
'al 1.9 Wheelbase y mm 1775 1775 1697
21 Service weight incl battery kg 1600 1500 1450
T[22 Axle load, with load, front/rear kg
-% 23 Axle load, wihtout load, front / rear kg 158311917 179412706 17731 2677
; 24 Axle load, fork outreached with load, front / rear kg 1160/ 340 1160/ 340 1110/ 340
25 Axle load, fork retracted with load, front / rear kg
0 31 Tyres Rubber/Vulcollan Rubber/Vulcollan Rubber/Vulcollan
g}) 32 Tyre size, drive side mm @ 250x80 @ 250x80 @ 250x80
g 33 Tyre size, load side mm @ 85x75 @ 85x75 @ 85x75
o 34 Dimensions additional wheels (castor wheels) mm @ 150x60 2 150x60 @ 150x60
um; 35 Wheels, number front/rear (drive side/load side, x = driven wheels) X214 1x 214 1x2/4
= 3.6 Track, drive side b10 mm 685 685 645
B3 Track, load side b11 mm VAT5 V-AT5 V175
41 Tilt of mast/fork carriage, forward/backward Grad
42 Height, mast lowered h1 mm
43 Free lift h2 mm
44 Lift height H = h13+h3 H mm 205 205 205
45 Height, mast extended h4 mm
46 Straddle lift hb mm
4.7 Height of overhead guard (cabin) h6 mm
48 Seat height/stand height h7 mm 900-1000 900 - 1000 230
410 Height of wheel arms h8 mm
411 Additional lift h9 mm
4.14 Stand height, elevated h12 mm 360- 430 350 - 430
4.15 Height lowered h13 mm 85 85 85
419 Overall length 11 mm 2145 2145 2067
420 Length to face of forks 12 mm 995 995 917
g 421 Overall width b1 mm 1010 1010 940
'l% 4211 Width over stabilizers mm
c |422 Fork dimensions slell mm 55/175/1150 55/175/1150 55/175/1150
E 423 Fork carriage to 1SO 2328, clas / form A, B
o |44 Width of fork carriage b3 mm
425 Width over forks, min/max b5 mm 480 /680 4807680 4807680
4.26 Distance between wheel arms b4 mm
427 Width across guide rolls b6 mm
4.28 Reach distance 14 mm
4.29 Reach lateral b7 mm
4.30 Reach lateral from vehicle centerline b8 mm
4.31 Ground clearance, mast mi mm
4.32 Ground clearance, centre of wheelbase m2 mm 30 30
433 Aisle width with pallet 1000 x 1200, crosswise Ast mm 2195 2195 2117
4.34 Aisle width for pallet 800 x 1200, lenghtwise Ast mm 2395 2395 2317
Transfer aisle 0 mm
435 Turning radius Wa mm 1970 1970 1892
437 Length incl reach legs 7 mm
438 Distance to swivelling-fork pivot 0 mm
5.1 Travel speed, with/without load km/h 9,3-10 9-10 8-8/9-10
o 5.1.1 Travel speed with/without load, backwards km/h
.g 52 Lift speed, with/without load mfs 0,05/0,06 0,05/0,06 0,05/0,08
o 5.3 Lowering speed, with/without load mfs 0,05/0,05 0,05/0,05 0,05/0,05
8 5.4 Reach speed, with / without load mfs
g 5.7 Gradient, with/without load % 7 7 7
5 5.8 Max gradeability, with / without load, 5 min rating %
’5 5.9 Acceleration time 0-10 m, with/without load S
a 510 Service brake: electric, hydraulic Electric Electric Electric
5101  Parking brake: electric, hydraulic Mechanic Mechanic Mechanic
6.1 Drive motor, rating S2 60 min kW 24AC 24AC 24 AC
o 6.2 Lift motor kW 22 2.2 22
EC |[63 Battery according to DIN 43531/35/36 ABC
E g’ 6.4 Battery voltage / Battery capacity ViAh 24 1465-750 24 1465-750 24/ 465-750
wo 65 Battery weight kg 700 700 700
6.6 Power consumption according to VDI cycle kWhih
= 8.1 Speed regulation Transistor Transistor Transistor
5 o 101 Operating pressure attachments bar 175 175 175
=0 (102 Qil flow for attachments 1fmin
% v 107 Noise level at operator’s ear, according to EN 12 053 db(A)
g
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